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IR-MODEL DESCRIPTION CPN QTY

R4IU-10-200-D TAS IR Rotary Screw Compressor with Dryer , Power 4 KW , Capacity 0.47 m3/min , 16.5 cfm , 10 Bar 23532708 1

37MH-PE TAS IR Rotary Screw Compressor Capacity 5.7 m3/min , Pressure 10 Bar , Noise level 69 db 80055494 2

UP5-15-10 - HA IR ROTARY SCREW COMPRESSOR 10 BAR (400V/3PH/50Hz) 2.07 m³/min , 73 cfm 80044928 2

UP5-37-10 IR ROTARY SCREW COMPRESSOR 10 BAR (400V/3PH/50Hz) 5.6 m³/min , 198 cfm 22281216 1

MH45 IR ROTARY SCREW COMPRESSOR 10 BAR  (400V/3PH/50Hz) 6.5 m³/min , 230 cfm 88158753 1

 New SH75-10 SIERRA NL37/75 A/C (DFT) , Power Rating: 75kW , Voltage: 400V , Pressure Rating: 10 bar 1

New RS30-A10 RS30-37I, FIXED SPEED 30-37KW (40-50HP) , 10 bar 1

Rotary Screw Air Compressor
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IR-MODEL DESCRIPTION CPN QTY

T30/200/3 V
T30 Piston Compressor - VALUE Package T30-2340R , 2.2 Kw , 11 Bar (50Hz / 400 V) , 290  L/Min , 

FAD 227 L/Min , 8 cfm , 200 L Tank 
22821086 1

7T2X100
T30 Piston Compressor - High Pressure , Motor 8.5 Kw , 35 Bar , 1050 l/min Piston displacement ,630 

L/min FAD 42928911 1

NewPDN 1.5-50-1
ALUMINIUM PISTON COMPRESSOR

49010275 1

New PBN3-270-3 -PLUS PISTON COMPRESSOR BELT D. 48974364 1

 NewPBN 7.5-500-3 FIXED PISTON COMPRESSOR BELT D. 48974430 1

New PBN 5.5-500-3 FIXED PISTON COMPRESSOR BELT D. 48974422 1

 New PB2.2-100-1-PLUS ALUMINIUM PISTON COMPRESSOR 48974323 1

NEW PB2.2-100-1-PLUS PBN2.2-200-1-PLUS 48974349 1

 NEW PDN 1.5-100-1 PISTON COMPRESSOR DIRECT DRIVE 49010309 1

Reciprocating Air Compressor 
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IR-MODEL DESCRIPTION CPN QTY

D600IN-A REFRIGERATED DRYER (230/1/50) 23356280 1

F 0770 IG IR Gen. Purpose Air Filter 23447345 3

F1320 IG IR Gen. Purpose Air Filter 23447386 3

F2100 IG IR Gen. Purpose Air Filter 23447436 1

F 0770 IH IR High Efficiency Air Filter 23447352 2

F 1320 IH IR High Efficiency Air Filter 23447402 3

F 2100 IH IR High Efficiency Air Filter 23447444 1

Refrigerated Dryer

Filter
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IR-MODEL DESCRIPTION CPN QTY

ABC-750 75 m3/min , 0.5 - 16 bar , connections DN 150 92442367 2

Ultra Coolant 20 Ltr 38459582 2

  GREASE 400G 92844729
0

Ultra Coolant

Air Cooled Aftercoolers
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GENERAL DESCRIPTION  

Compressor Model: DESCRIPTION  

R4IU-10-200-D Power 4.0KW, Capacity 0.47 m3/min, 16.5 cfm, 10 Bar  

 

Description 
- Belt drive system, rotary screw 
- Standard electrics 400/3/50 
- Electro-pneumatic compressor control 
- Integrated primary separation, sump and valves 
- Low sound enclosure 
- DOL for 2.2, DOL or S/D for 4 kW, S/D 5.5kW 
- Start/Stop pressure switch control 
- Control panel 
Pressure gauge 
Digital LCD 
hour meter 
Alarm indicator 

Emergency stop 

button Power on 

indicator 
- Ultra-Coolant 
- Visible scavenge flow check 
- 200L receiver standard with all units 
- 46ºC standard ambient 
- Quick change oil & air filter and 
separator cartridge TAS units 
- non-Cycling Refrigerated Air Dryer 
- Full feature control panel 
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GENERAL DESCRIPTION 
Compressor Model: DESCRIPTION CPN 
UP5-15-10 - HA IR ROTARY SCREW COMPRESSOR (400V/3PH/50Hz) 

2.07 m³/min, 73 Cfm, 10 BAR 
80044928 

 

 

Description: 
UP5 11-22 KW Rotary Compressor 

- Standard electrics 400/3/50 
- Inlet air filter 3 micron 
- Rugged, proven IR duplex 

tapered roller bearing air ends 
- Efficient, three stage 

coolant separation 
system 

- Belt drive system with 
non- overloading auto 

belt tensioning system 
- High efficiency IP55 motor with 

low thermal rise 
- Star delta starter, mounted and wired 
- Factory-fill of SSR Ultra Coolant 
- Electro-pneumatic compressor control 

Options; 
- Mounted on a CE marked 500- or 750- liter tank to 87/404/EEC. 
- PF = Integral moisture 

separator, fridge dryer and GP 
filter 

 
 

mailto:ues@alusooleng.com
mailto:ues@alusooleng.com


 
  

 
Al-Usool Engineering Services Company and Trading Agencies Ltd.  
Baghdad – Al-Mansour – Al-Amirat  
Dist.609, St.1, Bldg.21  
P.O. Box 50300 Al- Ma'amon 
Mobile No.: + 964 780 9166 635 
E-Mail :ues@alusooleng.com      
Web site: www. alusooleng.com 

Al-Usool Engineering Services Company and Trading Agencies Ltd.  

Erbil – Italian City No. 155  

Mobile No.: + 964 780 9166 635 

E-mail: ues@alusooleng.com 

Web site: www.alusooleng.com 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Description 
- State of the art air-end delivers premium efficiency and world-class airflow capacity 
- Robust High Efficiency 400V+-10%/3ph/50Hz motor 
- Xe-70M energy-saving controller with programmable start/stop and remote connectivity 
- PAC™ Protection with real-time electronic maintenance indicators 
- Air-cooled free-floating cooling system optimized for efficiency & serviceability 
- Package pre-filtration 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 
1045 1937 1056 1534 

General DESCRIPTION 
Compressor Model: DESCRIPTION Config. No. 

 

RS30-A10 Capacity (4.8 m3/min),  power 30 Kw, 10 bar pressure, 
Power supply 400/3/50 

RS30-37i  
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General  

Compressor Model: DESCRIPTION  

UP5-37-10 IR ROTARY SCREW COMPRESSOR (400V/3PH/50Hz) 
5.7 m³/min, 201 Cfm, 10 BAR 

 

 
 

Description: 
UP5 37 kW Rotary Compressor 

- High efficiency IP55, 
400V/3PH/50HZ 
motor 

- Rugged IR air end with 
duplex tapered roller 
bearings 

- Simple v-belt drive system 
with automatic belt 
tensioner 

- Quick change oil filter and separator 
element 

- Air-Cooled after cooler with 
moisture separator 

- Integral star delta starter 
- Factory-fill of Ultra 8000-

h o u r  coolant 
- IntellisysTM capacity control 

system featuring: 
- Finger-touch control panel 
- On-Line/Off-line control 

with automatic start & 
stop 

- First out annunciation 
- 69 dB(A) low sound enclosure 
- Dimensions (mm): 1670 L x 1341 W 

x 1344 H 
- Weight (kg): 1064 

Option:  
- PF = Integral moisture separator & 

fridge dryer 
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General DESCRIPTION 
Compressor Model: DESCRIPTION Config.No. 

MH-37PE Capacity 5.7 m3/min, Pressure 10 Bar, Noise level 69 db UP37 

 

 

Description 
- High efficiency IP55, 400V/3PH/50HZ motor 
- Rugged IR air end with duplex tapered roller bearings 
- Simple v-belt drive system with automatic belt tensioner 
- Quick change oil filter and separator element 
- Air-Cooled aftercooler with moisture separator 
- Integral star delta starter 
- Factory-fill of Ultra 8000-hour coolant 
- IntellisysTM capacity control system featuring: 
- Finger-touch control panel 
- On-Line/Off-line control with automatic  

start & stop 
- First out annunciation 
- 69 dB(A) low 
sound enclosure 
- Dimensions (mm): 1670 L x 1341 W x 1344 H 
- Weight (kg): 1064 
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General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

MH45 IR ROTARY SCREW COMPRESSOR (400V/3PH/50Hz) 
6.5 m³/min, 230 Cfm, 10 BAR 

88158753 

 

 

Description: 
M37-45 kW Contact Cooled - Rotary Compressor 
- High efficiency IP55, 400V/3PH/50HZ motor 
- Rugged Ingersoll Rand air end 
with duplex tapered roller bearings 

- No maintenance integral gear drive system 
- Air or Water-Cooled aftercooler with moisture separator 
- Integral star delta starter 
- Factory-fill of SSR Ultra Coolant 
- Intellisys capacity control system featuring: 
- On-Line/Off-line control with automatic start & stop 
- 72+3 dB(A) low sound 
enclosure (per IS0 2151; 
2004 annex C) 

 
 
 
 
 
 

 

mailto:ues@alusooleng.com
mailto:ues@alusooleng.com


 
  

 
Al-Usool Engineering Services Company and Trading Agencies Ltd.  
Baghdad – Al-Mansour – Al-Amirat  
Dist.609, St.1, Bldg.21  
P.O. Box 50300 Al- Ma'amon 
Mobile No.: + 964 780 9166 635 
E-Mail :ues@alusooleng.com      
Web site: www. alusooleng.com 

Al-Usool Engineering Services Company and Trading Agencies Ltd.  

Erbil – Italian City No. 155  

Mobile No.: + 964 780 9166 635 

E-mail: ues@alusooleng.com 

Web site: www.alusooleng.com 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Description 
- High efficiency IP55, 400V +-10%/3PH/50HZ motor 
- 2-Stage oil-free rotary screw air end 
- Air or Water-Cooled aftercooler with moisture separator 
- Integral star delta starter 
- Gear case sump factory-filled with Ultra Coolant 
- Carbon Steel Oil Piping 
- IP65 Control panel with Xe145-M Controller 
- Complete instrumentation with full  
protection,  
alarms & warnings 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

General DESCRIPTION 
Compressor Model: DESCRIPTION Config. No. 

 

SH75 Capacity (10.7 m3/min, 378 CFM),  power 75 Kw, 10 bar 
pressure, Power supply 400/3/50  

S3775A 

Dimensions 

Weight  Length (mm) Width (mm) Height (mm) 
2705 2248 1372 1914 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders and full skirt piston with three piston rings 
- Auto Start / Stop regulation by pressure switch and Inlet Air filter 
- Pressure regulator with gauge at receiver discharge 
- Complete with wheel kit, front rubber foot and maneuvering handle 
- Direct drive pump unit (no belts) and Factory-fill of lubricant 
- Safety Relief Valve and Check Valve fitted 
- Standard voltage 230-1-50 fitted with power lead 

 
 
 
 
 
  
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PDN 1.5-50-1-UK Piston Compressor - Direct Drive 
Capacity (190 L /min, 6.7 CFM), 1.5 Kw power, 8 bar 
pressure, Power supply 230-1-50  

Receiver capacity 50 L 

49010275  

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 
45 960 440 760 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders and full skirt piston with three piston rings 
- Auto Start / Stop regulation by pressure switch and Inlet Air filter 
- Pressure regulator with gauge at receiver discharge 
- Complete with wheel kit, front rubber foot and maneuvering handle 
- Direct drive pump unit (no belts) and Factory-fill of lubricant 
- Safety Relief Valve and Check Valve fitted 
- Standard voltage 230-1-50 fitted with power lead 

 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

 
 
 
 
 
 
 

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PDN 1.5-100-1-EU Capacity (190 L /min), 1.5 Kw power, 8 bar pressure, 
Power supply 230-1-50  

Receiver capacity 100 L 

49010309 

Dimensions 

Weight  Length (mm) Width (mm) Height (mm) 
45 960 440 760 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders and full skirt piston with three piston rings 
- Auto Start / Stop regulation by pressure switch and Inlet Air filter 
- Pressure regulator with gauge at receiver discharge 
- Complete with wheel kit, front rubber foot and maneuvering handle 
- Direct drive pump unit (no belts) and Factory-fill of lubricant 
- Safety Relief Valve and Check Valve fitted 
- Standard voltage 230-1-50 fitted with power lead 

 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
  

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PDN 1.5-100-1-UK Capacity (190 L /min, 6.7 CFM), 1.5 Kw power, 8 bar 
pressure, Power supply 230-1-50  

Receiver capacity 100 L 

49010333 

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 

45 960 440 760 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders on all units 
- Auto Start / Stop regulation by pressure switch and  
  Inlet Air filter. 
- Pressure regulator with gauge at receiver discharge 
- Complete with wheel kit and maneuvering handle  

      and Factory-fill of lubricant. 
- Twin Cylinder single stage pump units 
- Safety Relief Valve and Check Valve fitted 
- Quick release fitting on discharge regulator 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PB2.2-100-1-PLUS-UK Piston Compressor - Belt Drive (Portable) 
Capacity (420 L /min, 14.1 CFM), 2.2 Kw power, 8 bar 
pressure, Power supply 230-1-50 

Receiver capacity 100 L 

48974323 

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 

102 1460 450 900 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders on all units 
- Auto Start / Stop regulation by pressure switch and  
  Inlet Air filter. 
- Pressure regulator with gauge at receiver discharge 
- Complete with wheel kit and maneuvering handle  

      and Factory-fill of lubricant. 
- Twin Cylinder single stage pump units 
- Safety Relief Valve and Check Valve fitted 
- Quick release fitting on discharge regulator 

  
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PBN2.2-200-1-PLUS-UK Capacity (420 L /min, 14.1 CFM), 2.2 Kw power, 10 bar 
pressure, Power supply 230-1-50  

Receiver capacity 200 L  

48974349 

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 

102 1460 450 900 
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General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

T30/200/3V 
T30-2340R 

T30 Piston Compressor - VALUE Package 
T30-2340R, 2,2 kw, 11 Bar (50Hz / 400V), 227 l/min FAD, 8 
CFM, 200 l Tank 

T30-2340R 

 

 

Description 
- 4 pole IP55 TEFV Motor Std Voltage 400-3-50 
- Dry type inlet filter 
- Factory-fill of lubricant and Anti-Vibration Pads included with all units in Kit Form. 
- Low oil level switch included on all units 
- Totally enclosed belt guard mounted air-cooled aftercooler as 
standard. 11 barg Compressors: 
- Mounted on a CE marked receiver to 87/404/EEC with pressure gauge. 
- Flexible discharge hose between the bare and the tank. 
- Auto condensate drain / Safety Valve and Check Valve 
fitted. 14 barg Compressors: 
- Base mounted. 
- Check valve fitted. 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders on all units 
- Auto Start / Stop regulation by pressure switch and  
  Inlet Air filter. 
- Pressure regulator with gauge at receiver discharge 
- Complete with wheel kit and maneuvering handle  

      and Factory-fill of lubricant. 
- Twin Cylinder single stage pump units 
- Safety Relief Valve and Check Valve fitted 
- Quick release fitting on discharge regulator 

 
 
 
 
 
 
 
  
 
 

 
 
 
 
 
 

 
 

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PBN3-270-3 -PLUS Capacity (500 L /min, 17.7 CFM), 3.0 Kw power, 10 bar 
pressure, Power supply 400-3-50  

Receiver capacity 270 L  

48974364 

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 

146 1500 500 970 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders on all units 
- Inlet air filter 
- Auto Start / Stop regulation by pressure switch 
- Twin Cylinder two stage pump units 
- Safety Relief Valve fitted 
- Pressure Gauge for receiver pressure 
- Factory-fill of lubricant 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PBN 5.5-500-3  Piston Compressor - Belt Drive (Fixed)  
Capacity (850 L /min, 30 CFM), 5.5 Kw power, 10 
bar pressure, Power supply 400-3-50  

Receiver capacity 500 L 

48974422  

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 

260 1970 590 1300 
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Description 
- CE Marked receivers to 87/404/EEC 
- Cast Iron cylinders on all units 
- Inlet air filter 
- Auto Start / Stop regulation by pressure switch 
- Twin Cylinder two stage pump units 
- Safety Relief Valve fitted 
- Pressure Gauge for receiver pressure 
- Factory-fill of lubricant 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

General DESCRIPTION 
Compressor Model: DESCRIPTION CPN 

 

PBN 7.5-500-3 Piston Compressor - Belt Drive (Fixed)  
Capacity (1090 L /min, 38.5 CFM), 7.5 Kw power, 10 bar 
pressure, Power supply 400-3-50 

Receiver capacity 500 L 

48974430 

Dimensions 
Weight  Length (mm) Width (mm) Height (mm) 

260 1970 590 1300 

mailto:ues@alusooleng.com
mailto:ues@alusooleng.com


 

Al-Usool Engineering Services Company and Trading Agencies Ltd.  
Baghdad – Al-Mansour – Al-Amirat  
Dist.609, St.1, Bldg.21  
P.O. Box 50300 Al- Ma'amon 
Mobile No.: + 964 780 9166 635 
E-Mail :ues@alusooleng.com      
Web site: www. alusooleng.com 

Al-Usool Engineering Services Company and Trading Agencies Ltd.  

Erbil – Italian City No. 155  

Mobile No.: + 964 780 9166 635 

E-mail: ues@alusooleng.com 

Web site: www.alusooleng.com 

 

 

 

 
General 

Compressor Model: DESCRIPTION 
T30 Piston Compressor - High Pressure 

Config. No.  

7T2X100 Motor 8.5 Kw, 35 Bar, 1050 l/min Piston displacement 
, 630 L/min FAD 

T30-7T2H 

 

 

Description 
- 4- pole IP55 TEFC Motor Std voltage 400-3-50 
- Auto Start and Stop regulation by pressure switch and Inlet Air filter 
- DOL starting by pressure switch (where applicable) 
- Intercooler fitted 
- Factory-fill of lubricant 
- Interstage Relief Valves fitted 
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Refrigerated Dryers (50 Hz) D600IN-A 
 

Description 
 

- Air cooled / R407C / 3 in 1 Low Pressure Drop Aluminum Heat Exchanger 

- Stainless Steel Demister / High Efficiency Condenser 

- Anti-freezing/energy saving function 

- Electronic No Loss Drain (ENLD) as Standard 

- Optional RS485 connection available 

- History of latest 10 alarms 
 

 

 

 

 

 

 

 

 

 

Specifications 
 
 

Capacity 

(m³/min) 

Normal 

power 

(kw) 

Max.  

op. 

pressure 

(bar g) 

Wight 

(Kg) 

Power 

supply 

(v/ph./Hz) 

Length 

(mm) 

Width 

(mm) 

Height 

(mm) 

CPN 

12 at 7°C 

10 at 3°C 

1.24 14 120 230/1/50 720 720 1350 23356280 
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Flange filters with float drain 
 

 
 
 

 
Description 

F0770IG 
F1320IG 
F2100IG 

- Air quality to ISO 8573.1:2010 / Class 3 Solid particulate / Class 3 oil 
- Particle removal down to 1 micron 
- Maximum remaining oil aerosol content 0.1 mg/m3 content @ 21 C 
- Operating Limitations 
- Maximum operating pressure 16 bar (g) 
- Maximum operating temperature 80 C 
- Minimum operating temperature 1 C 
- Compliance with PED 97/23/EC and CE 

 

 

 

 

 

 

 
 

Model Capacity Flange 
conn size 

filter CPN Filter 
element kit 

CPN 
7 bar g 100psig 

m³/hr. m³/min ft³/min 
F0770IG 770 12.8 455.6 DN 50 23447345 23447840 

F1320IG 1,320 22 781.1 DN 65 23447386 23447907 

F2100IG 2,100 35.0 1,242.6 DN 80 23447436 23447949 
 
 
 
 
 
 
 
 
 
 
 

mailto:ues@alusooleng.com
mailto:ues@alusooleng.com
http://www/
mailto:ues@alusooleng.com
http://www.alusooleng.com/


Al-Usool Engineering Services Company and Trading Agencies Ltd. 
Baghdad – Al-Mansour – Al-Amirat 
Dist.609, St.1, Bldg.21 
P.O. Box 50300 Al- Ma'amon 
Mobile No.: + 964 780 9166 635 

Al-Usool Engineering Services Company and Trading Agencies 
Ltd. 

Erbil – Italian City No. 155 

Mobile No.: + 964 780 9166 635 
E-Mail :ues@alusooleng.com   
Web site: www. alusooleng.com E-mail: ues@alusooleng.com 

Web site: www.alusooleng.com 

 

 

 

 
 

 

Flange Filters with Float Drain 
 

F0770I 
H 
F1320I 
H 
F2100I 
H 

 

Description 
- Air quality to ISO 8573.1:2010 / Class 1 Solid particulate / Class 1 oil (G pre- 

filter required) 
- Particle removal down to 0.01 micron 
- Maximum remaining oil aerosol content 0.01 mg/m3 content @ 21 C 
- Operating Limitations 
- Maximum operating pressure 16 bar (g) 
- Maximum operating temperature 80 C 
- Minimum operating temperature 1 C 
- Compliance with PED 97/23/EC and CE 

 

Model Capacity Flange 
conn size 

filter CPN Filter 
element kit 

CPN 
7 bar g 100psig 

m³/hr. m³/min ft³/min 
F0770IH 770 12.8 455.6 DN 50 23447352 23447857 

F1320IH 1,320 22 781.1 DN 65 23447402 23447915 

F2100IH 2,100 35.0 1,242.6 DN 80 23447444 23447956 
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